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Certlficate No: TSE-TDU-298

CABLE TRAY and LADDER SYSTEMS AND ACCESSORIES

Brand: TEKOMPUK Model: Same as manufacturer
model.

TEKOM-PUK ELEKTROMEKANIK SAN. VE TIC. A.S.

MUSTAFA KEMAL ATATURK BULVARI NO:11 A.0.S.B CIGLi

iZMIR

TEKOM-PUK ELEKTROMEKANIK SAN. VE TiIC. A.S.

MUSTAFA KEMAL ATATURK BULVARI NO:11 A.0.8.B CIGLI iZMIR

CABLE TRAY SYSTEMS AND ACCESSORIES CLASS-B, INSTALLATION
AND APPLICATION TEMPERATURE CLASSSIFICATION: (-50°C, +120°C),
RESISTANCE TO IMPACT CLASSSIFICATION: 50 J, METALLIC COATED
CLASSSIFICATION: 5 (AGAINST CORROSION), MADE OF SHEET METAL,
ELECTRICAL CONTINUITY CHARACTERISTICS, NORMAL DUTY, HEAVY
DUTY MODELS: 2DT, 4DT, 5DT, 6DT, 7DT, 8DT, 10DT WIDTH: 50 mm up to
900 mm HEIGHT: 25 mm up to 100 mm THICKNESS: 0,7 mm up to 2,0 mm
LENGTH: 3000 mm. MODELS: 4KT, 5KT,6KT, 7KT, 8KT, 10KT WIDTH: 100 mm
up to 600 mm HEIGHT: 40 mm up to 100 mm THICKNESS: 0,7 mm up to 2,0 mm
LENGTH: 3000 mm. MODELS: 4PT, 5PT, 6PT, 7PT, 8PT, 10PT WIDTH: 150 mm
up to 600 mm HEIGHT: 40 mm up to 100 mm THICKNESS: 0,7 mm up to 2,0 mm
LENGTH: 3000 mm. MODELS: 6MT WIDTH: 50 mm up to 300 mm HEIGHT: 60
mm THICKNESS: 0,7 mm up to 2,0 mm LENGTH: 3000 mm. MODELS: 5K, 7K,
8K, 10K WIDTH: 100 mm up to 600 mm HEIGHT: 50 mm up to 100 mm
THICKNESS: 0.7 mm up to 2,0 mm LENGTH: 3000 mm. MODELS: 4W, 5W, 6W
WIDTH: 50 mm up to 600 mm HEIGHT: 40 mm up to 60 mm THICKNESS: 4 mm
up to 6 mm LENGTH: 3000 mm. CABLE LADDER SYSTEMS AND
ACCESSORIES CLASS-Z, INSTALLATION AND APPLICATION
TEMPERATURE CLASSSIFICATION: (-50°C, +120°C), RESISTANCE TO
IMPACT CLASSSIFICATION: 50 J, METALLIC COATED CLASSSIFICATION: 5
(AGAINST CORROSION), MADE OF SHEET METAL, ELECTRICAL
CONTINUITY CHARACTERISTICS, NORMAL DUTY, HEAVY DUTY
MODELS: 5M, 6M, 7TM, 10M, 12M. 15M WIDTH: 150 mm up to 900 mm HEIGHT:
50 mm up to 150 mm THICKNESS: 1,5 mm up to 2,5 mm LENGTH: 3000 mm up to
6000 mm MODELS: 10WM, 15WM WIDTH: 150 mm up to 900 mm HEIGHT: 100
mm up to 150 mm THICKNESS: 1,5 mm up to 2,0 mm LENGTH: 3000 mm up to
6000 mm

Low Voltage Directive (LVD) 2014/35/EU

TSE Uriin Belgelendirme Merkezi Baskanhigi, TEKOM-PUK
Elektromekanik San. Ve Tic. A.S.

23.03.2009, 014.31.35.01/61, 23.03.2009,014.31.35.01/62, 11.08.2008
1127-17/123653

02.02.2026

This eligibility certificate is issued upon request of the organization in accordance with
Regulation 2014/235/EU. The technical documents of the product, that are submitted
by certificate owner, are examined and test reports are matching with type and model
of above mentioned product. It is possible to use CE marking to demonstrat
compliance with 2014/35/EU Low Voltage Directive.
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