TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGES

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Tanimi Description of the Mark

TSE veya/or @ veyaor e ¢y W

BELGE NUMARASI
REFERENCE NUMBER OF LICENCE

BELGENIN iLK VERILIS TARIHi
DATE OF FIRST ISSUE OF LICENCE

BELGENIN SON GEGERLILIK TARIHI
LICENCE VALID UNTIL

BELGE SAHIBi KURULUSUN ADI
NAME OF THE LICENCE HOLDER

BELGE SAHIBi KURULUSUN ADRESI
ADRESS OF THE LICENCE HOLDER

URETIM YERI ADI
NAME OF THE MANUFACTURING PLACE

URETIM YERI ADRESI
ADRESS OF THE MANUFACTURING PLACE

IPTAL EDILEN BELGE NUMARASI (Varsa)
INDICATION OF SUPERSEDED LICENCE (if any)

TESCILLI TICARI MARKASI
REGISTERED TRADE MARK

ILGILI TURK STANDARDI
RELATED TURKISH STANDARD

BELGE KAPSAMI
SCOPE OF LICENCE

016617-TSE-01/06

04.11.2007

04.11.2026

TEKOM-PUK ELEKTROMEKANIK SANAYIi VE TICARET A.S.

MUSTAFA KEMAL ATATURK BULVARI NO:11 ATAURK OGRANIZE
SANAY| BOLGESI 35620 CIGLI /IZMIR IZMIR/TURKIYE

TEKOM-PUK ELEKTROMEKANIK SANAYI VE TICARET A.S.

ATATURK ORGANIZE SANAYI BOLGESI 10006 SOK. NO:11 35620
CIGLI IZMIR / TURKIYE

016617-TSE-01/05
TEKOMPUK

TS EN 61537 / 26.06.2007

. CABLE TRAY SYSTEMS AND ACCESSORIES
CLASS-B, INSTALLATION AND APPLICATION TEMPERATURE CLASSSIFICATION: (-50°C, +120°C),
RESISTANCE TO IMPACT CLASSSIFICATION: 50 J, METALLIC COATED CLASSSIFICATION: 5 (AGAINST

CORROSION),

MADE OF SHEET METAL, ELECTRICAL CONTINUITY CHARACTERISTICS, NORMAL DUTY, HEAVY DUTY

MODELS: 2DT, 4DT, 5DT, 6DT, 7DT, 8DT,10DT

WIDTH: 50 mm UP TO 800 mm
HEIGHT: 25 mm UP TO 100 mm

THICKNESS: 0,7 mm UP TO 2,0 mm

LENGTH: 3000 mm

MODELS: 4KT, 5KT,6KT, 7KT, 8KT, 10KT

e-imzalli/e-signed
31.10.2025

On Behalf Of The Head Of Certification Center
KENAN AKTURK

Deputy Director of Izmir Certification Directorate

*This certificate also shows that the production place of the certified product meets the requirements of Institute.

*This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

*TSE * Address: 8780/1 sokak No:5 Gigli / IZMIR * Telephone: 0232 376 24 25(3H) * Fax: 0 232 445 42 32

*TSE HEAD OF CERTIFICATION CENTER; Address: Necatibey Cad. No:112 06100 Bakanliklar’/ANKARA — Telephone: 0 312 416 64 81 /416 64 27, Fax:0 312 416 66 17 E-mail

:bmb@tse.org.tr , web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx?p=ssdni7a9
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TURK STANDARDLARINA UYGUNLUK BELGESi

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Taniumi Description of the Mark

TSE L GG e o

(016617-TSE-01/06nolu belge devami) : TEKOM-PUK ELEKTROMEKANIK SANAYi VE TICARET A S.
ILGILI TURK STANDARDI(RELATED TURKISH STANDARD) TS EN 61537 / 26.06.2007

WIDTH: 100 mm UP TO 600 mm
HEIGHT: 40 mm UP TO 100 mm
THICKNESS: 0,7 mm UP TO 2,0 mm
LENGTH: 3000 mm

MODELS: 4PT, 5PT, 6PT, 7PT, 8PT, 10PT
WIDTH: 150 mm UP TO 600 mm
HEIGHT: 40 mm UP TO 100 mm
THICKNESS: 0,7 mm UP TO 2,0 mm
LENGTH: 3000 mm

MODELS: 6MT

WIDTH: 50 mm UP TO 300 mm
HEIGHT: 60 mm

THICKNESS: 0,7 mm UP TO 2,0 mm
LENGTH: 3000 mm

MODELS: 5K, 7K, 8K, 10K

WIDTH: 100 mm UP TO 600 mm
HEIGHT: 50 mm UP TO 100 mm
THICKNESS: 0.7 mm UP TO 2,0 mm
LENGTH: 3000 mm

MODELS: 4W, 5W, 6W

WIDTH: 50 mm UP TO 600 mm
HEIGHT: 40 mm UP TO 60 mm
THICKNESS: 4 mm UP TO 6 mm
LENGTH: 3000 mm

CABLE LADDER SYSTEMS AND ACCESSORIES

CLASS-Z, INSTALLATION AND APPLICATION TEMPERATURE CLASSSIFICATION: (-50°C, +120°C),
RESISTANCE TO IMPACT CLASSSIFICATION: 50 J, METALLIC COATED CLASSSIFICATION: 5 (AGAINST
CORROSION),

MADE OF SHEET METAL, ELECTRICAL CONTINUITY CHARACTERISTICS, NORMAL DUTY, HEAVY DUTY

MODELS: 5M, 6M, 7M, 10M, 12M, 15M
WIDTH: 150 mm UP TO 900 mm
HEIGHT: 50 mm UP TO 150 mm
THICKNESS: 1,5 mm UP TO 2,5 mm
LENGTH: 3000 mm UP TO 6000 mm

e-imzali/e-signed
31.10.2025

On Behalf Of The Head Of Qértiﬁcation Center
KENAN AKTURK

Deputy Director of Izmir Certification Directorate

*This certificate also shows that the production place of the certified product meets the requirements of Institute.

*This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

*TSE * Address: 8780/1 sokak No:5 Cigli / IZMIR * Telephone: 0232 376 24 25(3H) * Fax: 0 232 445 42 32

*TSE HEAD OF CERTIFICATION CENTER; Address: Necatibey Cad. No:112 06100 Bakanliklar/ANKARA — Telephone: 0 312 416 64 81/ 416 64 27, Fax:0 312 416 66 17 E-mail
‘bmb@tse.org.tr , web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx?p=ssdni7a9
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TURK STANDARDLARI ENSTITUSU
TURK STANDARDLARINA UYGUNLUK BELGESI

TURKISH STANDARDS INSTITUTION
CERTIFICATE OF CONFORMITY TO TURKISH STANDARDS

Markanin Tanumi Description of the Mark
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(016617-TSE-01/06nolu belge devami) : TEKOM-PUK ELEKTROMEKANIK SANAYI VE TICARET A.S.
ILGILI TURK STANDARDI(RELATED TURKISH STANDARD) TS EN 61537 / 26.06.2007

MODELS: 10WM, 15WM

WIDTH: 150 mm UP TO 900 mm
HEIGHT: 100 mm UP TO 150 mm
THICKNESS: 1,5 mm UP TO 2,0 mm
LENGTH: 3000 mm UP TO 6000 mm

e-imzali/e-signed
31.10.2025

On Behalf Of The Head Of Certification Center
KENAN AKTURK

Deputy Director of Izmir Certification Directorate

*This certificate also shows that the production place of the certified product meets the requirements of Institute.

*This certificate under any circumstances cannot be changed, duplicated partially or in a way that makes it difficult to read and erasure cannot be done.

“TSE * Address: 8780/1 sokak No:5 Gigli / IZMIR * Telephone: 0232 376 24 25(3H) * Fax: 0 232 445 42 32

*TSE HEAD OF CERTIFICATION CENTER; Address: Necatibey Cad. No:112 06100 Bakanliklar/ANKARA - Telephone: 0 312 416 64 81 /416 64 27, Fax:0 312 416 66 17 E-mail
‘bmb@tse.org.tr, web : www.tse.org.tr

Please check the accuracy and validity of the certificate from https://evrakkontrol.tse.org.tr/BelgeDogrulama.aspx?p=ssdni7a9



